Environment Friendly, Eco Safe Sterilization
Health Industry

EKlor Systems AS
EKlor Systems AS

- EKlor Systems AS was founded in 2016.

- Purpose of establishing of the company is to sell and promote most environmentally and ecologically preferable commercial technologies and equipment which produce on site eco-friendly and non-toxic to humans, sterilization and disinfection solutions.

- Food salt, drinking water and electricity are used to produce on-site, the most eco-friendly disinfection and sterilization solutions.

- All equipment sold and distributed by EKlor Systems AS are manufactured by Holding Company Laboratory Electrochemical Technology in Russia.

- All equipment have European Quality Standard with 1 to 3 years guarantee depending on type of equipment. These equipment are simple in use and can be adopted without big alteration in existing systems.

- EKlor Systems also provides after-sales repair and maintenance services to clients. The company consists of a dedicated and experienced team of professionals who are keen to provide their customers an efficient and reliable service.
Electro-chemical Activation

• ECA stands for Electro-chemical Activation. This technology first invented in Russia in late seventies and has been under development for over 40 years.

• The technology requires water, food water and electricity for synthesis of eco safe, environment friendly, non toxic, non invasive disinfectant solution and detergent

• All living organism including microbes requires a continuous supply of energy to survive. ECA

• Microbes, like other living things need a stable energy supply to survive. ECA destabilizes and elevates the electrical charge of the water and creates an environment in which microbes cannot survive. The energy difference between ECA (+900) water and tap water (+200mV) will kill 1 million E.coli in 30 seconds.

• Beside disinfecting-process and sterilization characteristics, a positive, healthy effect on people takes place through the change of the redox potentials of the water. Thus the ECA technology allows us to receive biologically valuable drinking water with antioxidant, immunostimulating, antimutagenic properties. The technology is proved by reports of leading scientific institutions and in practice by long-term tests.
Electro-chemical Activation

- **ECA**, or *Electro-Chemical Activation* technology, generates two end products on-site for the user by using only salt (NaCl), tap water (H2O) and electricity (240v):
  - a state of the art **non-toxic sanitizer/disinfectant** (Anolyte), consist of Free Available Chlorine, Hydroxide, Hypochlorous acid, hydrogen per oxide
  - a **mild detergent** (Catholyte), consist of Sodium Hydroxide (NaOH), both of which are **non-toxic** and **99.5% water**. Using ECA, a user can now generate their own sanitizers and detergent on-site, both of which can replace many, every-day use, standard, polluting and hazardous cleaning & maintenance products and reduce their chemical expenses.
Some Fields of Application

- **MEDICINE**
  - Disinfection, pre-sterilizing cleaning and sterilizing of metal products of simple configuration (scalpels, pincers, etc.),
  - metal products of complicated configuration (needles, wound dilators, forceps for teeth extraction, etc.),
  - different tooth steel drills, glass products (test-tubes, capillaries, etc.), rubber products (catheters, probes, etc.),
  - endotracheal drains, capillary and laminar dialyzers and oxygenators, endoscopes.
  - Disinfection and sterilization of hospital rooms, corridors and operation theaters
Some Fields of Application

**MEDICINE**

- Disinfection of medical waste
- Disinfection and washing of dishes, toys and surfaces covered with plastic, oil paint, linoleum, sanitary and cleaning stock, rooms, clothes, elimination of unpleasant smells.
- Washing of surgeon's hands and arms without negative influence for skin.
- Conservation and keeping of remains of the dead. In contrast to formaldehyde solution Anolyte does not damage DNA structure, but stop protein-degrading enzyme effect save possibility of the following genetic examination. It is used in practice of forensic medical examination of Ministry of Defence RF from 2000 year in accordance with approved methodical recommendations.
Some Fields of Application

• MEDICINE

• Production and application of anolyte in a field hygiene for supply with the needed volume of disinfectant for any inhabited locality or people in emergency cases due to placing of electrochemical devices of various capacity at mobile cars (ambulance car, military car);

• Anolyte as pharmaceutical for local and external use for treatment of injured and uninjured skin and mucous at different diseases in surgery, therapy, physiotherapy, dermatology, gynecology, urology, otolaryngology, etc. (treatment of burning injury, festering wound, trophic ulcers at diabetes, infections of various aetiology, etc.);
Type of Devices

• STEL Devices

  • STEL devices are used for the synthesis of highly effective electrochemically activated ecologically clean and pure functional solutions:

  • Anolytes- which is used for disinfecting, sterilizing and sanitizing

  • Catholytes which is used for cleaning

  • STEL devices are used at site production of electrochemically activated detergent, antimicrobial, remedy and technological solutions – anolyte and catholyte with high functional activity and ecological purity. Each STEL device contains flow-through electrochemical diaphragm reactor, hydraulic system for initial solution supply into the reactor and electrochemical synthesis products outlet from the reactor and a power supply.
Type of Devices

• STEL Devices

• Output Solutions
  • Solutions: Anolyte and Catholyte
    The electrochemically activated solutions - anolyte and catholyte - metastable solutions prepared by electrochemical treatment of the supplied brine solution in diaphragm electrochemical reactor, physicochemical parameters and the catalytic ability of the brine solution in redox reactions, varies with time.
    Electrochemically activated solutions are divided into two main types: the anolyte and catholyte.

   I. The electrochemically activated anolyte has an oxidizing activity of physical and chemical interactions, spontaneously decreasing over time. Anolyte electrochemically activated depending on the pH and the catalytic activity determined preparation technology is divided into

   "Anolyte A" having a pH of less than 5 (acidic anolyte);
   "AN anolyte neutral" pH of 5.5 to 6.5;
   "Neutral anolyte ANC" with a pH of 6.5 to 7.5.

   II. The electrochemically activated catholyte has a reducing activity of physical and chemical interactions, spontaneously decreasing over time.

   Electrochemically activated Catholyte depending on the pH and the catalytic activity is divided into

   "Catholyte K" having a pH above 9.0 (alkaline catholyte);
   "Neutral catholyte CN" having a pH of from 5.5 to 9.0.
Type of Devices

Eklor Systems AS offers STEL devices with different output capacities ranging from STEL 20 to STEL 250 (20 l/hr to 250 l/hr) for production of neutral Anolyte (ANK), Anolyte A, Catholyte K and Catholyte KN with different mode of functions (manual, semi automatic and automatic).

- STEL device for electrochemical production of concentrated disinfectant “Anolyte ANK” with oxidant contents of 1200 mg/l and overall salinity less than 1g/l, active chlorine content of 0.12 ± 10%, with pH value of 7-8 and production of Catholyte. The shelf life of the finished solution is 30 days.

- STEL-NG
  - Fully automated installation is in anticorrosive plastic housing, wall mount (provided desktop publishing), with integrated electronic current stabilizer to control output parameters, built-in pump of high accuracy for dosing brine supply. Provides automatic washing without connecting additional devices, water pressure control in the electrochemical block, maintaining the necessary level of the anolyte in the tank drive.
  - Device generates any anolyte solutions both concentrations and in total mineralization.
  - Capacity: 80-180 l / h
  - Power consumption: 600 W
Type of Devices

• STEL Devices for electrochemical production of concentrated disinfectant “Anolyte AN” solution with oxidant contents of 500 mg/l and overall salinity less than 5g/l, active chlorine content of 0.01-0.05 g/l with pH value of 7-8 and production of Catholyte. The shelf life of the finished solution is 30 days.

• STEL 20
  • Installation is made in anticorrosive plastic housing, wall mount with integrated electronic current stabilizer to control output parameters, built-in water pump for dispensing brine supply.
  • Capacity: 20 l/h Power consumption: 300 W
  • Dimensions: 290x230x85 mm Weight: 1.9 kg

• STEL 40
  • Installation is made in anticorrosive plastic housing, wall mount with integrated electronic current stabilizer to control output parameters, built-in water pump for dispensing brine supply. Additionally it can be equipped with an electronic scoreboard displays information about the operating modes as well as a water pressure regulator on the electrochemical unit.
  • Capacity: 40 l/h Power consumption: 400 W
  • Dimensions: 290x230x85 mm Weight: 2.2 kg
Type of Devices

• STEL-60
  • Fully automated installation is in anticorrosive plastic housing, wall mount (provided desktop publishing), with integrated electronic current stabilizer to control output parameters, built-in pump of high accuracy for dosing brine supply. Provides automatic washing without connecting additional devices, water pressure control in the electrochemical block, maintaining the necessary level of the anolyte in the tank drive.
  • Capacity: 60 l / h    Power consumption: 600 W
  • Dimensions 320x280x370mm    Weight 6.7 kg

• STEL 80
  • Installation is made in anticorrosive plastic housing, wall mount with integrated electronic current stabilizer to control output parameters, built-in water pump for dispensing brine supply. Additionally can be equipped with an electronic scoreboard displays information about the operating modes as well as a water pressure regulator on the electrochemical unit.
  • Capacity: 80 l / h    Power consumption: 800 W
  • Dimensions: 290x230x85 mm    Weight: 5.3 kg
Type of Devices

• STEL 120
  • Installation is made in anticorrosive plastic housing, wall mount with integrated electronic current stabilizer to control output parameters, built-in water pump for dispensing brine supply. Additionally it can be equipped with an electronic scoreboard displays information about the operating modes as well as a water pressure regulator on the electrochemical unit
  • Capacity: 120 l/h  Power consumption: 1200W
  • Dimensions: 290x230x85 mm  Weight: 6.2 kg

• STEL-250
  • Fully automated installation is in the frame body, desktop layout, with integrated electronic current stabilizer with controlled output parameters, built-in pump of high accuracy for dosing brine supply. Provides automatic washing without connecting additional devices, water pressure control on the electrochemical unit, maintaining the necessary level of the Anolyte in the tank drive.
  • Capacity: 250 l/h  Power consumption: 2500 W
  • Dimensions: 600x430x580 mm  Weight: 26.7 kg
ECA oxidants mixture, produced by STEL devices are unique and have no comparison with traditional disinfection solutions. Benefits of ECA disinfectant solution (Anolyte A, Anolyte AN and Anolyte ANK) produced by STEL devices are unparalleled with comparing of any other installations which are used in different field of disinfection.

1. **Environment friendly**
   - an environmentally friendly solution which does not leave any traces after treatment facilities, and the active substance Anolyte is completely spontaneously degraded to drinking brackish water.

2. **Multi-purpose**
   - a multi-purpose solution, and is used for disinfection, cleaning and sterilization of medical products, and for general cleaning of premises, disinfection equipment in hospitals, clothing, hand surgery, etc.

3. **Washing ability**
   - washing ability, which allows to combine the stage presterilizing cleaning and sterilization.

4. **Anti-resistance against pathogens**
   - The low concentration of active substances in the anolyte ANK, together with its speedy action provides no aggressive effect on various materials.

5. **High antimicrobial activity**
   - High antimicrobial activity against all pathogenic microorganisms, including spores.

6. **Low cost**
   - Low cost in comparison with other disinfectants - rapid return and profitability. replace more than 99% of all disinfectants used in health care facilities, while ensuring a high level of disinfection.

7. **Anti-microbial activity**
   - eliminates the possibility of generating resistance to the pathogens it for any long and uninterrupted period, which is caused by metastability anolyte active substances.

8. **Minimal toxicity**
   - minimal toxicity class (IV) and enteral inhalation exposure, skin-resorptive and irritating absent. Approved for use in maternity wards and children’s institutions.
Aquachlor Devices

• Aquachlor

  • Aquachlor devices are designed for at site electrochemical synthesis of disinfecting aqueous solution of oxidant mixture (hypochloric acid, hypochlorite ions, chlorine dioxide, ozone, hydroperoxide compounds) through electrochemical decomposition of a sodium chloride solution.

  • AQUACHLOR devices are an alternative compact and high-performance source of oxidant mixture, and can be used as a substitute for liquid chlorine cylinders and containers and, in fact, chlorinators for drinking water treatment plants, for treatment of waste water supply, for treatment of domestic and industrial waste water, for swimming pool water treatment systems in the form of single modules or groups of modules, combined into a single hydraulic system to a predetermined output oxidants - from 30 grams per hour to hundreds of kilograms per hour.

  • AQUACHLOR devices offer a conceptually new process of electrochemical decomposition of brine – ion-selective electrolysis with diaphragm
Type of Aquachlor Devices

- **Aquachlor - Beckhoff**
  - A fully automatic device for production of electrochemically activated oxidants mixture.
  - In the Aquachlor device, high quality automation control system of the German company Beckoff has been used to minimize the dependence of water treatment system on the human factor (operator).
  - Comfortable ergonomic touch screen panel allows to monitor and modify all process parameters. After clicking the "Start" button on the control panel, the system produces a self-test and automatically goes to the regular operating mode, maintaining predetermined time intervals. In the event of a emergency system displays an error message on the screen, duplicating the presence of abnormal operation by using the flashing lights on the cabinet door that allows you to keep track of system failure, at a distance from the plant.
  - Thanks to the integrated 3G-module control installation, adjustment of operating modes, monitoring and elimination of emergency situations may operate remotely from anywhere in the world where there is Internet.
  - We offer proven experience and highly effective water disinfection technology, combined with the most advanced automation techniques that will undoubtedly find a positive response from the modern consumer, striving to achieve high economic performance without loss of quality and production reliability.
### Type of Aquachlor Devices

#### Aquachlor – Beckhoff Technical Specifications

<table>
<thead>
<tr>
<th>Name of indicators</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Oxidant mixture output equivalent to active chlorine in nominal mode, g/h</td>
<td>500.00 500.00</td>
</tr>
<tr>
<td>Oxidant concentration equivalent to active chlorine solution at the device output of 100-150 l/h, g/h</td>
<td>3.33 – 5.00 3.33 – 5.00</td>
</tr>
<tr>
<td>Sodium chloride mother solution concentration (according to GOST R 51574 “Evaporated salt (extra) or pelletized salt for cation exchange material regeneration”, TU 9192-001-55898695-01 standard), g/l</td>
<td>250.00 250.00</td>
</tr>
<tr>
<td>Sodium chloride mother solution consumption, l/h</td>
<td>5.0 – 6.0 5.0 – 6.0</td>
</tr>
<tr>
<td>Oxidant solution hydrogen value, pH</td>
<td>6.0 – 7.0 2.0 – 3.0</td>
</tr>
<tr>
<td>Max. device power in nominal operating mode, W</td>
<td>2150.00 2150.00</td>
</tr>
<tr>
<td>Nominal values of the electrochemical system reactor:</td>
<td></td>
</tr>
<tr>
<td>– current, A</td>
<td>95.00 95.00</td>
</tr>
<tr>
<td>– voltage, V</td>
<td>16.00 16.00</td>
</tr>
<tr>
<td>Cathode solution output, l/h</td>
<td>no 5.00 – 6.00</td>
</tr>
<tr>
<td>Gas nominal pressure in anode chamber of the electrochemical system reactor, atm.</td>
<td>0.70 – 0.90 0.70 – 0.90</td>
</tr>
<tr>
<td>Max. device weight, kg</td>
<td>100.00</td>
</tr>
<tr>
<td>Device dimensions, mm</td>
<td>L 600× W 600× H 2400</td>
</tr>
</tbody>
</table>
Aquachlor Devices - Benefits

Benefits of oxidants mixture produced by Aquachlor devices are unparalleled with comparing of any other installations which are used for disinfection of water at water treatment plants, swimming pools, sewage treatment plants.

- Effectively removes biofilm from the surface of water pipes, which eliminates the need for ammoniation.
- In comparison with other disinfecting agents, Oxidants cost solution - an indicator of profitability and rapid return.
- Facilitates extraneous tastes and odours from the water to be treated.
- Environment friendly, ecological safe.
- Non toxic, non invasive, absolute harmlessness to the human body, animals, etc.
- No formation of chlorination by-products such as trihalomethanes, proven scientific research.
- Oxidants solution has a high antimicrobial activity against all pathogenic microorganisms, including spores.
- Destroys phenols - source of unpleasant taste and odour, remove the turbidity of the water.
- Helps to remove water from the iron and magnesium by their rapid oxidation and precipitation of oxides.
- No formation of brominated bromates and byproducts in the presence of bromides.
- Reduces the corrosion rate of water pipelines.

Benefits of Oxidant solutions produced by Aquachlor

- Environment friendly, ecological safe
- Non toxic, non invasive, absolute harmlessness to the human body, animals, etc
- No formation of chlorination by-products such as trihalomethanes, proven scientific research.
- Oxidants solution has a high antimicrobial activity against all pathogenic microorganisms, including spores.
- Destroys phenols - source of unpleasant taste and odour, remove the turbidity of the water.
- Helps to remove water from the iron and magnesium by their rapid oxidation and precipitation of oxides.
- No formation of brominated bromates and byproducts in the presence of bromides.
- Reduces the corrosion rate of water pipelines.
- Environment friendly, ecological safe

Benefits of oxidants mixture produced by Aquachlor devices are unparalleled with comparing of any other installations which are used for disinfection of water at water treatment plants, swimming pools, sewage treatment plants.
Thank You